تهیه نقشه استفاده از انرژی خورشیدی و بادی در استان بوشهر با استفاده از متد AHP (با استفاده از نرم افزار GIS  )
موقعیت:استان بوشهر
متد : AHP 
مکانیابی مناطق مناسب برای انتخاب بهترین نقطه از نظر انرژی خورشیدی و بادی 
تهیه گزارش شامل معرفی متد-وزن دهی
تهیه نقشه های  همچون (شیب و دسترسی به جاده ها و راه ها ، GHI، DNI، جهت گیری، قدرت، رودخانه های جاده، دما  و ارتفاع، خط برق-کاربری زمین و منطقه مناسب )
نقشه ها دارای نشانگر جهت و امتیاز بندی مانند شکل زیر:
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Figure number 2-Distance from roads
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Figure number 3-Distance from powerline

Access to communication routes to transport supplies and equipment is very expensive and is
also one of the inevitable factors in the construction of solar power plants. Undoubtedly, the
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Figure number 4-Direct Normal Iradiance
Tt is the part of sunlight that is received directly and does not include scattered radiation. [65]
EL = Esc * iRa! * 103 * 1Ga? * tWa' * TAE’ * umCi6
High DNI is usually found in:
Arid and semi-arid regions, between 15 and 40 degrees latitude
* Ra scattering by molecules in the air
2 03 absorbed by ozone
* Ga absorption by uniform mixed gases
4 We absorbed water vapor
 Ae destruction by aerosol particles
© Ci destruction by high clouds
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